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HELIT003 AUGUST
 2013

WINDOW FLASHING DETAIL
Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

WINDOW FLASHING DETAIL - PERSPECTIVE VIEW
SCALE NTS

FLEXIBLE FLASHING TAPE, AS PER E2/AS1, TO ATTACH THE
BUILDING PAPER/WRAP AROUND OPENING

DPC SILL FLASHING, BENT UP 100mm
INSIDE FRAMED OPENING

SILL FLASHING TO PROJECT
150mm PAST OPENING

SILL TRAY FLASHING FROM 300mm DPC
STAPLED TO FRAME

SILL TRAY FLASHING INSTALLED BY
OWNER, ON TOP OF THE SILL FRAMING
AND BENT DOWN WITH 200mm DRAPED
INTO THE CAVITY SPACE

SIDE U SHAPED DPC FLASHING TO
CONTINUE PAST TOP OF SILL FLASHING

HEAD AND SIDE FLASHINGS
MADE FROM 150mm DPC

DPC HEAD FLASHING TO CONTINUE PAST SIDE FLASHINGS TO
ENSURE DISCHARGE FROM HEAD TO SILL

BUILDING PAPER/WALL WRAP TAPED TO WINDOW HEAD WITH
FLASHING TAPE AS PER E2/AS1

FLEXIBLE FLASHING TAPE TO FINISH OVER ENTIRE LENGTH
OF THE TOP OF THE HEAD FLASHING

NOTE:
1. WINDOW FRAME NOT SHOWN. DPC SILL FLASHING IS INSTALLED,
BEFORE WINDOW IS INSTALLED. SIDE & HEAD FLASHING INSTALLED
AFTER WINDOW IS INSTALLED.
2. TYPICAL HEAD AND JAMB DETAILS APPLY AT ALL DOORS
INCLUDING GARAGE DOORS.
3. DETAIL APPLIES AT METER BOXES AND SQUARE EDGE
PENETRATIONS OF DIMENSION LARGER THAN 100mm.

NTS @ A3
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3.46, 3.47, 3.48

HELIT003 AUGUST
 2013

TYPICAL WINDOW SILL DETAIL ALUMINIUM WINDOW FRAME
OPTION 1 - 3Unit 3, 38b Birmingham Drive

P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

  

 

TYPICAL WINDOW SILL DETAIL
ALUMINIUM WINDOW FRAME
OPTION 2
SCALE 1:5

TIMBER REVEAL

TIMBER STUD

ALLOW A 10mm GAP FOR FRAME
SHRINKAGE OR AS REQUIRED BY
PROJECT ENGINEER

TYPICAL WINDOW SILL DETAIL
ALUMINIUM WINDOW FRAME
OPTION 1
SCALE 1:5

TIMBER REVEAL

ALUMINIUM SLIDING
WINDOW

TIMBER STUD

ALLOW A 10mm GAP FOR FRAME
SHRINKAGE OR AS REQUIRED BY
PROJECT ENGINEER

SILL BLOCK

ALLOW A 10mm GAP FOR FRAME
SHRINKAGE OR AS REQUIRED BY
PROJECT ENGINEER

TYPICAL WINDOW SILL DETAIL
ALUMINIUM WINDOW FRAME
OPTION 3
SCALE 1:5

ALUMINIUM SLIDING
WINDOW

150 MINIMUM SLOPE TO SILL

HEBEL 50mm POWERPANEL50 PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

BITUMEN DAMP PROOF
COATING APPLIED TO SILL
(MULSEAL PLUS OR SIMILAR)
SILL TRAY FLASHING ON TOP OF SILL
FRAMING AND BENT DOWN 200mm INTO
CAVITY SPACE (OVER FIRST TOP HAT
SECTION)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

150 MINIMUM SLOPE TO SILL

HEBEL 50mm POWERPANEL50 PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

BITUMEN DAMP PROOF COATING APPLIED
TO SILL (MULSEAL PLUS OR SIMILAR)

SILL TRAY FLASHING ON TOP OF SILL FRAMING
AND BENT DOWN 200mm INTO CAVITY SPACE
(OVER FIRST TOP HAT SECTION)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

150 MINIMUM SLOPE TO SILL

BITUMEN DAMP PROOF
COATING APPLIED TO SILL
(MULSEAL PLUS OR SIMILAR)

SILL TRAY FLASHING ON TOP OF SILL FRAMING
AND BENT DOWN 200mm INTO CAVITY SPACE
(OVER FIRST TOP HAT SECTION)

TIMBER STUD

HEBEL 50mm POWERPANEL50 PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

HEBEL
ADHESIVE
TO JOINT
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3.48A

HELIT003 AUGUST
 2013

TYPICAL WINDOW SILL DETAIL - TIMBER WINDOW SILL
JOINERY DETAILUnit 3, 38b Birmingham Drive

P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

TYPICAL WINDOW SILL DETAIL -
TIMBER WINDOW SILL JOINERY DETAIL
SCALE 1:5

BUILDING WRAP
(OR WALL UNDERLAY)

TIMBER FRAME

INTERIOR LINING

12 - 11 x 35mm HEX
HEAD BATTEN SCREW

PACKER AND AIR SEAL

TIMBER WINDOW FRAME

HEBEL 50mm POWERPANEL50

PANEL

THE FRONT EDGE OF THE WINDOW
JOINERY TO BE 40mm MINIMUM FROM
THE STUD FACE

TIMBER ARCHITRAVE (OPTIONAL)

SEALANT

SILL TRAY FLASHING ON TOP OF SILL FRAMING
AND BENT DOWN 200mm INTO CAVITY SPACE
(OVER FIRST TOPHAT SECTION)

STEEL BATTEN

OPTIONAL SILL BLOCK GLUED TO PANEL

MINIMUM 15°

SLOPE SILL

BITUMAN DAMP PROOF COATING
APPLIED TO SILL (MULSEAL PLUS
OR SIMILAR)

TIMBER WINDOW JOINERY

HEX HEAD SCREW

COATING SYSTEM AS PER
PROJECT SPECIFICATIONS

TIMBER WINDOW SILL
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3.49 - 3.49A

HELIT003 AUGUST
 2013

WINDOW HEADER - ALTERNATIVE - TIMBER WINDOW HEAD
- JOINERY DETAILUnit 3, 38b Birmingham Drive

P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

24mm or 35mm

40mm MIN

24mm or 35mm

COATING SYSTEM AS PER
PROJECT SPECIFICATIONS

BUILDING WRAP
(OR WALL UNDERLAY)

INTERIOR LINING

STEEL BATTEN

FLEXIBLE FLASHING TAPE
ATTACHED TO THE DPC HEAD
FLASHING AND BUILDING WRAP
(OR WALL UNDERLAY)

HEBEL 50mm POWERPANEL50

PANEL

GAP BETWEEN JOINERY AND PANEL
FILLED WITH SEALANT AND COVERED
BY ACRYLIC COATING

5° SLOPE

WINDOW OPENING

TIMBER JAMB LINER

PACKER AND AIR SEAL

TIMBER FRAME

WINDOW HEADER -
ALTERNATIVE DETAIL
SCALE 1:5

TIMBER WINDOW HEAD -
JOINERY DETAIL
SCALE 1:5

BUILDING WRAP
(OR WALL UNDERLAY)

TIMBER FRAME

INTERIOR LINING

12 - 11 x 35mm HEX
HEAD BATTEN SCREW

PACKER AND AIR SEAL

TIMBER WINDOW FRAME

TIMBER WINDOW JOINERY

REBATED HEAD BACK
FLASHING

5° SLOPE

SEALANT

DPC HEAD FLASHING

FLEXIBLE FLASHING TAPE
ATTACHED TO THE DPC HEAD
FLASHING AND BUILDING WRAP
(OR WALL UNDERLAY)

STEEL BATTEN

COATING SYSTEM AS PER
PROJECT SPECIFICATIONS

HEBEL 50mm POWERPANEL50

PANEL

HEAD SCREW

HEAD SCREW

ALUMINIUM DOOR HEADER FRAMING 40mm
FROM FLANDGE TO FRAME

FLASHING AT
150 SLOPE

FLASHING AT
150 SLOPE
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3.48A

HELIT003 AUGUST
 2013

WINDOW HEADER DETAIL - GARAGE HEAD DETAIL
Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

GARAGE HEAD DETAIL
SCALE 1:5

NOTE
DRAINAGE OF WINDOW AND DOOR SILLS, IN EITHER ALUMINIUM OR
TIMBER, SHOULD BE DIRECTED TO THE OUTSIDE OF THE BUILDING, ON
TOP OF THE WINDOW SILL.

WINDOW HEADER DETAIL
SCALE 1:5

24mm or 35mm

TOP HATS

CONSTRUCTION ADHESIVE,
ie. MAX BOND OR SIMILAR

EXTERNAL CORNER RENDER BEAD

NAIL FIBRE CEMENT TO TIMBER
AND ABUT TO HEBEL
POWERPANEL50 PANEL

FIBRE CEMENT
SEALANT

LINTEL OVER
GARAGE

GYPROCK
PLASTERBOARD

HEBEL 50mm
POWERPANEL50 PANEL

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

50 SLOPE

HEAD FLASHING MADE
FROM 150mm DCP

BUILDING WRAP (OR
WALL UNDERLAY)

FLEXIBLE FLASHING TAPE

HEAD FLASHING MADE
FROM 150mm DPC

COATING SYSTEM AS PER
PROJECT SPECIFICATIONS

BUILDING WRAP
(OR WALL UNDERLAY)

INTERIOR LINING

STEEL BATTEN

FLEXIBLE FLASHING TAPE
ATTACHED TO THE DPC HEAD
FLASHING AND BUILDING WRAP
(OR WALL UNDERLAY)

HEBEL 50mm POWERPANEL50

PANEL

GAP BETWEEN JOINERY AND PANEL
FILLED WITH SEALANT AND COVERED
BY ACRYLIC COATING

5° SLOPE

WINDOW OPENING

TIMBER JAMB LINER

PACKER AND AIR SEAL

TIMBER FRAME

HEAD SCREW
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3.51

HELIT003 AUGUST
 2013

TYPICAL DOOR JAMB - GARAGE DOOR JAMB DETAIL
Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

NOTE
DRAINAGE OF WINDOW AND DOOR SILLS, IN EITHER ALUMINIUM OR
TIMBER, SHOULD BE DIRECTED TO THE OUTSIDE OF THE BUILDING, ON
TOP OF THE WINDOW SILL.

GARAGE DOOR JAMB DETAIL
SCALE 1:5

SCREW AND GLUE TO HEBEL
POWERPANEL50 PANEL USING
LIQUID NAILS OR EQUIVALENT

EXTERNAL CORNER RENDER BEAD

GYPROCK
PLASTERBOARD

SEALANT

GARAGE DOOR

FRAME

FRAME

JAMB

TIMBER STORM MOULD OR QUAD
OR MS SEALANT

TYPICAL DOOR JAMB DETAIL
SCALE 1:5

DOOR

BUILDING WRAP (OR
WALL UNDERLAY)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

HEBEL 50mm
POWERPANEL50 PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

HEBEL 50mm
POWERPANEL50 PANEL
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3.52, 3.53

HELIT003 AUGUST
 2013

SLIDING DOOR SILL DETAIL - OPTION 1, SLIDING DOOR SILL
OPTION 2 DETAILUnit 3, 38b Birmingham Drive

P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz
Web: www.csrhebel.co.nz

POWERPANEL 50mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

DOOR AND WINDOW DETAIL

 

 

  

  

SLAB
LEVEL

5-10mm C.J

SLIDING    DOOR

10mm CONTROL JOINT AT SLIDING DOOR FILL
WITH PAINTABLE EXTERNAL GRADE SEALANT
(ACOUSTIC AND FIRE RATED, AS REQUIRED)

RETURN PAINTABLE EXTERNAL GRADE SEALANT
(ACOUSTIC AND FIRE RATED, AS REQUIRED) TO
INSIDE SURFACE OF HEBEL 50mm
POWERPANEL50 PANEL (BEYOND DOOR FRAME)

LESS THAN 270mm

  SLIDING    DOOR

FLOATING TOP HAT FIXED TO SIDE
PANELS USING 14 - 10 x 90mm HEX
HEAD SCREWS

270mm
MINIMUM

SLIDING DOOR SILL DETAIL - OPTION 2
CONCRETE SILL >270mm
SCALE 1:20

5 -10mm DUMMY
JOINT

5 -10mm DUMMY
JOINT

MINIMUM 100mm

PACK TOP HAT (IF REQUIRED) TO PREVENT TOP
HAT DEFLECTION INWARDS

FGL

SLIDING DOOR SILL DETAIL - OPTION 1 -
CONCRETE SILL <270mm
SCALE 1:20

WHERE CONCRETE SILL IS LESS THAN 270mm IN HEIGHT,
SILL MUST BE FORMED BY CONCRETE TO FINISH FLUSH
WITH HEBEL PANELS EITHER SIDE OF DOOR

CONCRETE SILL

HEBEL 50mm
POWERPANEL50 PANEL
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