ADDITIONAL DETAILS

<1000mm

BOUNDARY

HANDIBRAC POSITIONED CENTRALLY ON BOTTOM
PLATE AT EACH STUD WHERE STUDS ARE AT 600
CENTRES. FIX TO EVERY ALTERNATIVE STUD WHEN
STUD SPACING IS 400mm CENTRES.

PROPRIETARY CONCRETE ANCHOR

WITH 8kN UPLIFT CAPACITY

DPC FLASHING

CSR FIRESEAL STRIPS BETWEEN BACK OF
ANGLE AND CONCRETE SLAB EDGE AND AT
BASE OF PANEL/TOP OF BASE ANGLE
HORIZONTAL LEG.
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CAVITY SPACE FOR 24mm OR 35mm \ :
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APPLY TANKING MEMBRANE TO BASE OF PANEL, RETURN 74
MINIMUM 15mm UP THE FRONT FACE OF THE PANEL 2
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50mm MINIMUM

50mm POWERPANEL®® BOUNDARY WALL - SLAB SUSPENDED

PANEL BASE

SCALE 1:5
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POWERPANEL 50mm WALL SYSTEM

SUSPENDED BASE DETAIL
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HEBEL 50mm
POWERPANELS® PANEL -

PLASTIC PACKER

7.5mm
7

10mm THICK ABLEFLEX OR
BACKING ROD

T A

PAINTABLE EXTERNAL GRADE
SEALANT (ACOUSTIC & FIRE
RATED, AS REQUIRED)

g

SIDE VIEW - HORIZONTAL CONTROL JOINT

SCALE 1:5

ADDITIONAL DETAILS

7.5mm PLASTIC

PACKERS
L 500mm MAX L
7 7

10mm THICK ABELFLEX OR
BACKING ROD
PAINTABLE EXTERNAL GRADE
SEALANT (ACOUSTIC & FIRE

RATED, AS REQUIRED)

TOP VIEW - HORIZONTAL CONTROL JOINT

SCALE 1:5
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POWERPANEL 50mm WALL SYSTEM

SIDE/TOP VIEW - HORIZONTAL CONTROL JOINT
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ADDITIONAL DETAILS

24mm OR 35mm

HEBEL PERFORATED TOP HAT SECTION

SCALE 1:2
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POWERPANEL 50mm WALL SYSTEM

POWERPANEL - TOP HAT

HELITO03 AUGUST
2013

1:2@ A3

A3

DA

20.12.13

DG

G




ADDITIONAL DETAILS
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BASE ANGLE - PANELS SUSPENDED

FROM FRAME

SCALE 1:5

HANDIBRAC POSITIONED CENTRALLY ON
BOTTOM PLATE AT EACH STUD WHERE
STUDS ARE AT 600 CENTRES. FIX TO EVERY
ALTERNATIVE STUD WHEN STUD SPACING IS
400mm CENTRES.

HEBEL 50mm POWERPANELS® PANEL

CSR FIRESEAL STRIPS BETWEEN BACK OF ANGLE
AND CONCRETE SLAB EDGE AND AT BASE OF
PANEL/TOP OF BASE ANGLE HORIZONTAL LEG.

BASE ANGLE

APPLY TANKING MEMBRANE TO BASE OF PANEL, RETURN
MIN. 15mm UP THE FRONT FACE OF THE PANEL.

NOTE A: MIN. 15mm OVERLAP FOR
FRL OF 30/30/30

SLAB EDGE

CSR Hebel is a division of CSR Building Products (NZ) Ltd.
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